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Product Data Sheet 
 

 

 

Binder | Adhesive| Stiffener 
100% Biobased & Environmentally Friendly 

 

RIGHT CONDITIONS 
 

• The processing temperature of Industrial Euroflex is between 5°C and 30°C. 

• Other conditions vary by application 

 

APPLICATION 

 

Industrial Euroflex is the natural binder to replace acrylic 

resin. This robust biopolymer has many applications as an 

ingredient; as a binder, as a bonding agent or as a 

strengthener. 

 

Industrial Euroflex is 100% natural and has been developed 

on the basis of age-old MAYA knowledge in combination 

with contemporary techniques. 

 

It is always best to test a small area of material before 

undertaking the full application. 

 

The product is intended for industrial and/or professional use.  

 

PACKAGING, MIXING RATIO AND STORAGE 
 

Mixing ratio 

Industrial Euroflex is supplied ready for use. If desired, it can be diluted with water. 

Industrial Euroflex has a viscosity transition point when diluted with approximately 10% 

(volume) water. 

 

Storage and shelf life 

Storage should be cool and frost-free. It is not recommended to store near heat sources 

and UV radiation. 

• In original, closed packaging, at least 12 months shelf life 

• Once opened, we recommend not to store this product for longer than 6 months 

(concentrate) 

• 30 days after opening and emulsified 

 

 

Industrial Euroflex 
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Packaging 

HDPE jerrycan 1 liter 

HDPE jerrycan 5 liter 

HDPE jerrycan 20 liter 

 

We continuously strive for the lowest possible footprint of our products. 

With regard to our packaging, it may therefore occur that you receive both white and grey 

jerry cans. The white jerry cans are available as standard. The grey jerry cans are made of 

recycled material and are not (yet) always available. 

 

We try to reuse both types of packaging multiple times and therefore the packaging 

supplied by Impershield Europe can be returned for reuse or recycling after use, provided 

it is not used for other purposes. For larger quantities, these can be collected free of 

charge; ask your contact person about the conditions. 

 

Our HDPE packaging can also be offered in the plastic bin via your own waste processor; 

HDPE can be recycled well and when incinerated, HDPE has no harmful effect on the 

environment. 

 

PRODUCT FEATURES 
 

Trade name:  Impershield Industrial Euroflex 

Chemical name:  Water based polymer mixture of vegetable origin 

Chemical Family:  Natural terpene based polymer dispersion in water 

Use:  Binder, Adhesive and stiffener 

Physical state:  Blue-white liquid 

Odour:  Characteristic odour of Industrial Euroflex 

 

pH:  7.5 - 9.5 

Viscosity:  5,000 to 10,000 cps. (Brookfield RVF; spin no. 5; 20 rpm @ 25°C). 

Density:  approx. 1.04 gr./cm3 (@ 22 ° C) 

Tg:  approx. 4.0 °C 

Solids:  49% - 51% 

Carbon content:  388 mg/g (= 1,422 mg/g CO2e) 

Particle size:  approximately 0.17 micron. 

Ionic character:  Anionic 

Mechanical Stability:  Good (Hamilton Beach Mixer, 15 min @ 10,000 rpm) 

Cured:  Stiff, clear and transparent, slightly thermoplastic 

 

• Under normal conditions, stability is excellent. 

• Once the product has dried, it can NOT be re-emulsified. 

• When using Euroflex, no other hardener and/or binder is required to achieve 

waterproofness and to give more structure to the substrate. 
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Viscosity variation in relation to temperature:

 
Curing behavior in relation to temperature:

 

Eur
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Tensile force (1 kg) in relation to temperature:

 
 

FINALLY 
 

Clean all used materials immediately and thoroughly with water to prevent Industrial 

Euroflex from hardening on or in the tools. 

 

OTHER 

 

More information documents can be found online via this code: 

 

 

 

 

 

 

DISCLAIMER  

This product information sheet is intended as a manual for the use of the product and has 

been compiled on the basis of the latest developments and technology. Because 

application, processing and conditions of use are beyond our control, no rights can be 

derived from this information sheet. Impershield Europe expressly rejects all liability 

regarding guarantee, incorrect application, possible damage and consequential damage. 

The user remains responsible at all times regarding application, product choice, application 

and result. 


